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Privacy film rating
This number, between 0 (clear) and 10 (opaque), represents the relative difficulty an observer has in 
identifying the nature and character of an object located on the opposite side of the window, with the 
observer and the object both located at least 2 feet from the pane upon which the product has been installed.

For the most current data please go to LLumar.com/nar-deco-specs
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Film
 Thickness  

(inches, excludes liner)

%
 Visible Light 

Transm
ittance

%
 Diffuse Visible Light 

Reflectance (exterior)

Privacy Film
 Rating

Clear Glass  
1/8" (3mm) single pane-9080

Temporary Black Out
1/8" (3mm) single pane

.00405*10

Performance  
Data

Benefits and selection criteria
 y Vinyl construction, pressure-sensitive adhesive

 y Available in a 60” width roll

 y Special adhesive makes film easily removable

 y Optimal when temporary black out or complete privacy is needed

 y An interim way to maintain aesthetics during construction

 y Ideal for dark room or media room applications

 y Helps shield harmful ultraviolet rays

*This reflectance value is a standard specular reflectance value

To view this product and the rest of the 
LLumar® iLLusions™ line, please visit  

LLumar.com/decofilmviewer

*This reflectance value is a standard specular reflectance value
For the most current data please go to LLumar.com/nar-deco-specs
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Clear Glass  
1/8" (3mm) single pane

- 90 8 0

Temporary Black Out
1/8" (3mm) single pane

.004 0 5* 10

Performance  
Data

Benefits and selection criteria
 yVinyl construction, pressure-sensitive adhesive

 yAvailable in a 60” width roll

 ySpecial adhesive makes film easily removable

 yOptimal when temporary black out or complete privacy is needed

 yAn interim way to maintain aesthetics during construction

 yIdeal for dark room or media room applications

 yHelps shield harmful ultraviolet rays

*This reflectance value is a standard specular reflectance value

To view this product and the rest of the 
LLumar® iLLusions™ line, please visit  

LLumar.com/decofilmviewer

*This reflectance value is a standard specular reflectance value
For the most current data please go to LLumar.com/nar-deco-specs


